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GENERAL NOTES

A WITNESS MARKER SHALL BE INSTALLED
OF ALL PERMANENT SURVEY
MARKERS TYPE II EXCEPT IN AREAS WHERE
THE MARKER IS IN THE SIDEWALK. THIS
WORK WILL BE INCLUDED TO THE CONTRACT
UNIT PRICE PER EACH FOR PERMANENT
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SURVEY MARKERS, TYPE II.
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BRASS OR _ALUMINUM TABLET

REVISED - 6-26-06

WITNESS MARKER

Use pure cement and
water or approved epoxy
to seal marker taoblet

in rock ledge, concrete
pavement or structure.
Hole shall be 40 (1-1/2)

diameter.

Tablet constructed in
rock ledge or concrete.

& PERMANENT SURVEY MARKERS, TYPE Il 66.2

IYPE II

DETAIL A
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No. 10 Bars

(No. 3)

No. 10 (No. 3} bars to be 750 (30" for 900 (36"} min. & 1.1 m(3'-6’) for L2 m{4’-0") min.

TYPE 1II
CAST-IN-PLACE MARKER

ALL DIMENSIONS ARE IN MILLIMETERS (INCHES) UNLESS
OTHERWISE NOTED.

DELINEATOR AND POST ORIENTATION

f

DIRECTION OF
TRAFFIC

POST

DELINEATOR

DELINEATORS SHALL BE INSTALLED ACCORDING TO
STANDARD 635001 EXCEPT THAT THE POST SHALL
BE ROTATED 180° . THE POST WILL HAVE THE
WIDE SIDE FACING TRAFFIC AND THE DELINEATOR
ATTACHECD AS SHOWN ABOVE.

ALL DIMENSIONS ARE IN MILLIMETERS (INCHES) UNLESS
OTHERWISE NOTED.

REVISED - 11-01-07

DELINEATOR AND POST ORIENTATION
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SECTION D-D

(UNLESS OTHERWISE SPECIFIED)
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37.4

EXISTING GROUND

TYPICAL BENCHING
ON EXISTING EMBANKMENT

PROPOSED FINISHED GRADE

REVISED - 2-22-06

VARIES

PROPOSED BENCHING

TYPICAL BENCHING ON EXISTING EMBANKMENT
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